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5. UNIT ACCESS REQUIREMENTS: REAS‘EE;:NTS RECTANGULAR
IT 1S RECOMMENDED THAT FOR EFFICIENT 9 DISCHARGE SPIGOT
SERVICEABILITY AND MAINTENANCE OF THESE UNIT | WEIGHT | A B ¢ b E
FAN COIL UNITS THE MINIMUM SITE ACCESS kg
SHOULD BE AS DETAILED ABOVE. 04/1 34 565 530 503 1150 445
6. KEY TO ABREVIATIONS: 06/1 42 715 680 653 1300 595
CLG = COOLING 08/1 52 915 880 853 1500 795
HTG = HEATING
ID = INSIDE DIAMETER 08/2 | 59 915 880 853 1500 795
OD = OUTSIDE DIAMETER 1011 61 1115 1080 | 1053 1700 995
OHC = OVERHEAT CUTOUT RESET BUTTON
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ONLY). 12/2 77 1315 1280 1253 1900 1195
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14/3 87 1515 | 1480 | 1453 2100 1395
16/2 95 1715 | 1680 | 1653 2300 1595
16/3 95 1715 | 1680 | 1653 2300 1595
18/3 103 1915 1880 | 1853 2500 1795
18/4 | 115 1915 1880 | 1853 2500 1795
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